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Inner Side Panel     2PCS6
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8 PCS

Middle Glass Shelf

(For magnet / Flap Stays)

(For Door Handle - part P)

9

Bolt (M3.8 x 10mm - Silver) 12 PCS

(For magnet push plate / Back Panel)

Bolt (M3 x 50mm) 

Bolt (M3 x 10mm) 



Left Hand Flap Stay

Right Hand Flap Stay       1PCSQ

Magnet Push Plate

Glass Shelf Peg

Allen Key



Magnet catch position
can be adjusted forwards / 
backwards to ensure 
contact with front door
panel push plate (part I)
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Q  -  Right Hand Flap Stay
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c x4

J  -  Left Hand Flap Stay
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DOOR PANEL

FLAT BLADE 
SCREWDRIVER

(SUPPLIED)

THE POSITION OF THE DOOR MAY NEED SLIGHT ADJUSTMENT 
OF THE HINGES TO ACHEIVE REQUIRED OPEN / CLOSE FUNCTION, 
THIS CAN BE DONE BY ADJUSTING THE TWO SCREWS ON THE 
HINGE FITTED TO THE BOTTOM PANEL (PART 5)

THE ACTION OF THE DOOR DAMPER CAN BE ADJUSTED
WITH THE ALLEN KEY SUPPLIED. TURN CLOCKWISE TO
INCREASE TENSION TO GIVE A SLOWER OPENING.
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THE ACTION OF THE DOOR DAMPER CAN BE ADJUSTED
WITH THE ALLEN KEY SUPPLIED. TURN CLOCKWISE TO
INCREASE TENSION TO GIVE A SLOWER OPENING.




